FACTS & FIGURES

OTAS™ Monitor

OTAS™ Monitor —
Process optimization and validation
OTAS™ Monitor is characterized by the
assignment of the curves to the individual
automatic programs and continuous recording of
all values at the same time. Thus, in addition to
the curve, OTAS™ Monitor also shows what was
filled, emptied or cleaned and when and how it

was done.

For each curve, different profiles with certain
colours and line widths or special pens can
be established. Even with a large number of
measuring points, the focus is thus always on
the essentials. Individual diagrams can be stored
as reference curve and shown as background
to current curves. In this way, the visual
representation allows the operator to quickly
determine whether the current program run is

optimal or not.

OTAS™ Event -
The event-controlled report log

The documentation of every automatic or
manual process and intervention in the plant
is only the starting point of a good reporting
system. OTAS™ Event is particularly helpful for
analysis purposes. In case of fault, the message
leads the plant operator directly to the relevant
flow diagram. In the diagram overview, manual
interventions or faults are indicated for each plant
section. Suitable filters can be set by clicking on
the message database, so that all messages of
a program run or an object can be conveniently

displayed.

OTAS™ Event




OTAS™ Report —
Comprehensive process reporting

OTAS™ Report does not only give stock
overviews and goods movement overviews
directly in Excel. Batch-related data from OTAS™
Event, OTAS™ Fermos and OTAS™ Monitor
are also compiled and clearly displayed in Excel.
With this standard tool, graphics can easily
be embedded and the layout can be adapted to

specific customer requirements.

Further modules in brief:
OTAS™ Language — Online language switching.
Thanks to Unicode, even Cyrillic or Asian fonts
are no problem.
OTAS™ Service — Preventive maintenance,
maintenance logs, spare parts ordering.
OTAS™ Barcode - Automatic generation of
labels for required sampling.
OTAS™ Ident — Import of EAN-128 labels.
Identification of raw materials at the connection

points.
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OTAS™ Report

OTAS™ Start — Monitoring of the OTAS™
modules and automatic activation e.g. after
reboot.

OTAS™ Mission — Diagnosis module for the
background processes. Makes backups and

distributes changes.

OTAS™ Remote control -
The fastest service possible

Today, thanks to the Internet, it is possible to
establish a secure encrypted connection to the
service team of GEA Brewery Systems just by
pressing a button in the customer’s plant. The
responsible engineer can virtually look over the
customer’s shoulder. In this way, he can quickly
understand the requests that the customer has
made by phone or locate problems. With remote
control of the customer’s engineering station,
necessary changes can also easily be implemented.
This saves time and money and preserves the

environment.
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OTAS™:
The solution for breweries

OTAS™ is the proven standard for plant automation. This is also
illustrated by the list of international references:

Apatin Serbia
Bialystok Poland
Brunswick Germany
Celarevo Serbia
Desna Russia
Duisburg Germany
Einbeck Germany
Cologne Germany
Krombach Germany
Ljubljana Slovenia
Lomza Poland
Lubumbashi Congo
Omsk Russia
Pfungstadt Germany
Poznan Poland
St. Petersburg Russia
Stuttgart Germany
Tychy Poland
Zywiec Poland

GEA Brewery Systems GmbH

Huppmann Tuchenhagen

Locations:

Heinrich-Huppmann-Str. 1, 97318 Kitzingen, Germany
Phone +49 9321 303-0, Fax +49 9321 303-603

Am Industriepark 2-10, 21514 Blichen, Germany
Phone +49 4155 49-0, Fax +49 4155 49-2770

info@gea-brewery.com, www.gea-brewery.com
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